
Äußerst energieeffizient 

(0,5 W im Standby) 

 

 

Opticum HD AX-ODiN E2 Linux 

HDTV Sat Receiver 
 

 
 

•  2 USB 2.0 Ports 

•  Ethernet 

•  Card Reader 

•  Fully Compliant with SD/HD 

•  Fast channel switching 

•  Edit/Create own channel list 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
• Broadcom CPU BCM7358 

• Integrated LNA, Tuner& DVB-S2 demodulator 

• 16-Bit-DDR3-support 

• Over 750 DMIPS application CPU 

• Over 324 M pixel/second graphics engine for 

2D graphic acceleration 

• Advanced security for all major conditional access 

• DVB-S/S2 

• Multi-language OSD 

• Video-Resolution Full HD 1080p, 1080i, 720p, 576p, 

576i, 480p und 480i 

• Dolby Digital Bitstream out via Coaxial (S / PDIF) 

and HDMI 

• MPEG2/H.264 Hardware Decoding 

• Power Supply by External SIMPS 

• 7-Segment-LED-Display + 4 keys 

(CH +, CH-, VOL +, VOL-) 

• DiSEqC 1.0, 1.1, 1.2, usuals 

• Aspect Ratio auto adjustment 4:3, 16:9 

• Multi-Graphic-EPG 

• Lower power consumption in Stand-by mode, 

below 0,5W 

• Customizable automatic stan-by mode 

• Parental Lock for channel and Menu Settings 

• Subtitle support 

• Teletext support 

 
 
 

 
 Standby Energy 

consumption 0,5W 

 
 
 
 
 
 
 

Changes, errors and omissions excepted. 
 

 


